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DISABLING A TRANSITION FROM 
A FIRST POWER STATE TO A 
SECOND POWER STATE FROM 
INITIATION BY THE 
INFORMATION HANDLING 
SYSTEM POWER SWITCH WHEN 
THE DETECTED INDICATION OF 
THE DISPLAY CLOSED SWITCH 

INDICATES THAT A DISPLAY 
PORTION OF THE INFORMATION 
HANDLING SYSTEM IS CLOSED 
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USER INTERACTS 
WITH PORTABLE 
INFORMATION 
HANDLING SYSTEM IN 
AN OPEN POSITION 
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USER CONNECTS 
PORTABLE 
INFORMATION 
HANDLING SYSTEM 
TO EXTERNAL 
MONITOR 
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USER 1NSTERACTS WITH 
PORTABLE 
INFORMATION 
HANDLING SYSTEM IN 

CLOSED POSITION 
UTILIZING EXTERNAL 
MONITOR AND INPUT 
DEVICES 
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USER INTERACTS 
WITH PORTABLE 
INFORMATION 
HANDLING SYSTEM 



USER CLOSES 
DISPLAY OF 
PORTABLE 
INFORMATION 
HANDLING SYSTEM 



EHS DETECTS AN 
INDICATION FROM A 

DISPLAY CLOSED 
SWITCH OF A CHANGE 

IN ORIENTATION 



IHS DISABLES INITIAL 
CRITERION OF 
EXTERNAL POWER 
SWITCH AND INITIATES | 
AT LEAST ONE NEW 
CRITERION 
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USER INTERACtS WITH} 
PORTABLE 
INFORMATION 
HANDLING SYSTEM 
CAPABLE OF 
ATTAINING MULTIPLE | 
ORIENTATIONS 
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USER POSITIONS 
DISPLAY OF 
PORTABLE 
INFORMATION 
HANDLING SYSTEM 
FOR "TABLET" USE 
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IHS DETECTS 
INDICATION FROM A 
DISPLAY CLOSED 
SWITCH OF AN 
INFORMATION 
HANDLING SYSTEM 
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DBS DISABLES CRITERIA 
OF EXTERNAL POWER 
SWITCH FOR OPEN 
ORIENTATION AND 
INITIATES DISPLAY 

CRITERIA FOR 
"TABLET" POSITION 



USER POSITIONS 
DISPLAY OF PORTABLE 

INFORMATION 
HANDLING SYSTEM FOR | 
"CLOSED" EXTERNAL 
USE 
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IHS DETECTS AN 
INDICATION FROM A 
DISPLAY CLOSED 
SWITCH OF AN 
INFORMATION 
HANDLING SYSTEM 
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IHS DISABLES 
CRITERIA OF 
EXTERNAL POWER 
SWITCH FOR TABLET | 
ORIENTATION AND 
INITIATES CRITERIA | 
FOR CLOSED 
POSITION 
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DETECTING AN 
INDICATION OF AN 

INFORMATION 
HANDLING SYSTEM 

CAPABLE OF AT 
LEAST THREE 

ORIENTATIONS 
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INSTIGATE A CRITERION FOR 
TRANSITION FROM A FIRST 
POWER STATE TO A SECOND 
POWER STATE AS INITIATED BY 
AN EXTERNAL POWER SWITCH, 
THE CRITERION DEPENDENT ON 
[HE ORIENTATIONS OF THE IHS IN 
THE AT LEAST THREE 
ORIENTATIONS 
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